10 Sp, @ 376 = 3.76m

52 Sp. @ 610 = 31.72m

10 Sp, @ 376 = 3.760m
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19 mm @ Granular or solid
flux filled headed studs
automatically end welded
fo flange. (No. Req’d Per
Girder = 219, Total No.
Req’d = 2409)
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T ; Bearing Stiffener v
t Cut & Chip 5V (S
¥ i ZD Flange N.S. (22 x 1054m :
| . : 8
Connecting i 2 | / Z> Mill to Bear i //—ﬁ
12 x 1.054m x 190 | 2 :
WEST EAST .
GIRDER Note: Two hardened washers shall be required 6 6
ABUT. BRG.| ABUT. BRG. 75 Min. over all oversized holes.
1 269.590 269.074 - .
2 269.511 268.982
BEARING STIFFENER
3 269.430 268.888 DIAPHRAGM D1
4 269.349 268.794 LI MLERRLR ALY
5 269.267 268.700 * Provide 24 mm x 40 mm vertical slotted holes In 12 mm B for diaphragms
6 269.186 268.605 in stage construction bay, Stage II side. Increase 40 mm dimension to
7 £69.103 268.509 60 mm in plate in stage construction bay, Stage II side. 8 mm stfructural
g 269.020 568.412 plate washers shall be placed over slotted holes. Diaphragm in stage
g 268'937 268. 305 construction bay shall nat be installed until after Stage II pour is completed.
- - Slotted hole bolts shall be finger-tightened prior fo the deck closure pour
0 268.853 268.216 and fully-tightened after completion of the deck pour.
1 268.768 268.118

TOP OF WEB ELEVATIONS

(For Fabrication Use Only)

FOR INFORMATION ONLY.
INCLUDED IN BEAM FABRICATION
CONTRACT EXCEPT STUD

SHEAR CONNECTORS.

Stud Shear Connectors Each 2409

NOTES:

L N.T.R. denotes members ta which notch foughness requirements

2.

3.

are applicable.

All steel shown for the Girders and Bearing Stiffeners shall be
AASHTO M270M Grade 345.

All steel shown for the Diaphragm, Connecting Flates and Angles
shall be AASHTO M270M Grade 250.
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